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NOTICE!
The transportation bearing is exclusively intended
to transfer the wheelchair through narrow door
frames, entrances or similar.
– Do not support yourself with your body weight
on the transportation bearing.

– Do not use the transportation bearing as a
rollator.

7.3 Removing and installing the rear wheels

WARNING!
Risk of overturning
If the removable axle of a rear wheel is not fully
engaged, the wheel can become loose during
use. This can lead to overturning.
– Always ensure that the removable axles are
fully engaged whenever you fit a wheel.

Removing the rear wheels

1. Disengage the parking brakes.
2. Fold down the backrest, see 3.5 Backrest, page 15.
3. Raise the wheelchair and tip it on the transportation

bearing, see 7.2 Transportation Bearing, page 35.
4. Using your thumb, press the button A of the removable

axle. Keep it pressed and pull the wheel out of the
adapter sleeve B.
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Installing the rear wheels

1. Hold the wheel at the wheel hub.
2. Using your thumb, press the button A of the removable

axle and hold it down.
3. Push the axle into the adapter sleeve B up to the stop.
4. Release the removable axle button and make sure that

the wheel is secure.
5. Tip the wheelchair on the rear wheels and castors.
6. Fold up the backrest.

7.4 Lifting the wheelchair

NOTICE!
– Never lift the wheelchair by removable parts
(transfer help, footrests).

– Ensure the backrest posts are securely in place.

1. Fold down the backrest if necessary, see 3.5 Backrest,
page 15.

2. Always lift the wheelchair by gripping the frame at
points A.

To carry the frame when the wheelchair is dismounted, also
hold the frame at points A.

7.5 Transporting the Manual Wheelchair
without Occupant

CAUTION!
Risk of injury
– If you are unable to fasten your manual
wheelchair securely in a transport vehicle,
Invacare recommends that you do not transport
it.

Your manual wheelchair may be transported without
restrictions, whether by road, rail or by air. Individual
transport companies have, however, guidelines which can
possibly restrict or forbid certain transport procedures.
Please ask the transport company regarding each individual
case.

• Invacare strongly recommends securing the manual
wheelchair to the floor of the transporting vehicle.
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7.6 Transporting the Occupied Wheelchair in
a Vehicle
Even when the wheelchair is properly secured and the
following rules are met, injuries to passengers may occur
in a collision or sudden stop. Invacare therefore strongly
recommends transferring the wheelchair user to the vehicle
seat with the seat belt on. Do not make alterations or
substitutions to points of the wheelchair (structure, frame
or parts) without the written consent of Invacare. The
wheelchair has been successfully tested according to the
requirements of ISO 7176–19 (Frontal impact).

To transport the wheelchair with user in a vehicle, a
restraint system must be installed in the vehicle. Wheelchair
tie-downs and occupant restraint systems must be approved
according to ISO 10542-1. Contact your Invacare distributor
or your provider for more information on getting and
installing an approved and compatible restraint system.

WARNING!
Risk of accidents
Risk of accidents due to the usage of an
inadequate restraint system.
– Make sure that the restraint system is designed
for the user’s weight.

WARNING!
If, for some reason, it is impossible to transfer the
wheelchair user to a vehicle seat, the wheelchair
can be used as a seat in a vehicle if the following
procedures and regulations are followed. A
transportation kit (optional) has to be fitted on
the wheelchair for such a purpose.
– The wheelchair must be secured in the vehicle
with a 4-point wheelchair restraint system.

– The user must wear a 3-point passenger
restraint system secured to the vehicle.

WARNING!
Wheelchairs have been crash tested according
ISO7176-19, to simulate their behavior when
used as forward-facing seats in motor vehicles by
children and adults with a body mass equal to
or greater than 22 kg.
– Do not use the wheelchair as a seat in a vehicle
when the user weight is lower than 22 kg.

WARNING!
– Before journey contact transporter and request
information about the capability for the below
required equipment.

– Make sure there is sufficient free space around
the wheelchair and user to avoid the user
making contact with other vehicle occupants,
unpadded parts of the vehicle, wheelchair
options or anchor points of the restraint
system.
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WARNING!
– Make sure the tie-down points at the
wheelchair are not damaged and that the
parking brakes are fully functional.

WARNING!
Injury or damage may occur from wheelchair
components or options loosened during a
collision or sudden stop.
– Ensure all removable or detachable components
and options are removed from the wheelchair
and securely stored in the vehicle.

– Disconnect the hand control from its connection
to the control box and securely store it in the
vehicle (electrical version only).

– It is essential to have your wheelchair checked
by a qualified technician after an accident,
collision, sudden stop.

Ramps and Slopes:

WARNING!
Risk of injury
Risk due to wheelchair being out of control
– Never leave the user unattended when
transporting the wheelchair up or down ramps
or slopes.

Therefore Invacare strongly recommends transferring
the wheelchair user to the vehicle with the posture
belt on.

NOTICE!
– Refer to the user manuals supplied with the
restraint systems.

– The following illustrations may differ depending
on the restraint system supplier.

The choice of wheelchair configuration (seat width
and depth, wheelbase) influences maneuverability
and access to motor vehicles.

Securing the wheelchair with a 4-point restraint system

WARNING!
– Place the wheelchair with the user
forward-facing in direction of vehicle travel.

– Engage the parking brakes.

The wheelchair tie-down positions where the restraint
system straps must be placed are marked with snap hook
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symbols (see following figures and section 2.3 Labels and
Symbols on the Product, page 10).

1. Using the front and rear straps of the 4-point restraint
system, secure the wheelchair to the vehicle mounted
rails. Refer to the user manual supplied with 4-point
restraint system.

Front side tie-down positions for belt straps:

1. Attach the front straps to the eyelets A of the
transportation kit on both sides (see location of the
attachment labels).

2. Attach the front straps to the rail system referring to
best practice recommended instructions from the safety
belt manufacturer.

3. Disengage the parking brakes and apply tension to the
front straps by pulling the wheelchair backwards from
the rear.

4. Re-engage the parking brakes.
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Rear side tie-down positions for snap hooks:

1. Attach the snap hooks to the eyelets of the
transportation kit on both sides (see location of the
attachment labels).

2. Attach rear straps to the rail system referring to best
practice recommended instructions from the safety belt
manufacturer.

3. Tighten the straps.

NOTICE!
– Check the plungers are fully engaged on both
sides and located in the same position of the
cut-out section of the rail.

– Make sure that the angle between the rails and
the straps lies between 40° and 45°.

Fastening the 3-point passenger restraint system

NOTICE!
The illustration above may differ depending on
the restraint system supplier.
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NOTICE!
– Make sure that the rear 3-point restraint belts
A are led on the outside of the frame B.

WARNING!
– Ensure the 3-point passenger restraint system
fits as tightly across the user's body as possible
without discomfort and no part is twisted.

– Ensure the 3-point passenger restraint system is
not held away from the user's body by parts of
the wheelchair such as armrests or wheels etc.

– Ensure the user restraint has a clear path
from the user to the anchor point without
interference by any part of the vehicle,
wheelchair, seating.

– Ensure the lap belt fits snugly over the
occupant’s pelvis and is not allowed to ride up
into the abdominal area.

– Ensure the user is able to reach the release
mechanism unaided.

1. Install the 3-point passenger restraint system referring
to the user manual supplied with your 3-point restraint
system.
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NOTICE!
– Apply the pelvic belt restraint of the 3-point
belt restraint system low across the pelvis
so that the angle of the pelvic belt is within
the preferred zone (A) of 30° to 75° to the
horizontal. A steeper angle is preferred, but
never exceeding 75°.

30
°

A

75
°
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8 Maintenance

8.1 Safety information

WARNING!
Some materials deteriorate naturally over time.
This could result in damage to wheelchair
components.
– Your wheelchair should be checked by a
qualified technician at least once a year or if it
has not been used for a long period.

Packaging for return
The wheelchair shall be sent to the authorized
provider in an appropriate packaging to avoid
damage during the shipment.

8.2 Maintenance Schedule
To ensure safe and reliable operation, carry out the following
visual checks and maintenance regularly or have it carried
out by another person.

weekly monthly annually

Check that rear
wheels are seated
correctly

x

Check the adjustment
of the backrest joint x

Check the posture
belt x

weekly monthly annually

Check the castors and
its fixation x

Check the ball castors
(transportation
bearing)

x

Check bolts x

Check the parking
brakes x

Have wheelchair
checked by a qualified
technician

x

General visual check

1. Examine your wheelchair for loose parts, cracks or other
defects.

2. If you find anything, stop using your wheelchair
immediately and contact an authorized provider.

Check that rear wheels are seated correctly

1. Pull on the rear wheel to check that the removable axle
is seated correctly. The wheel should not come off.

2. If the rear wheels are not engaged properly, remove
any dirt or deposits. If the problem persists, have the
removable axles reinstalled by a qualified technician.
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Check the adjustment of the backrest joint

1. Sit in the wheelchair and lean back on the backrest.
The backrest must be correctly engaged.

2. Pull the release cord. The pins must be free-moving on
both sides. Otherwise, the backrest joint will have to be
readjusted by a qualified technician.

Check the posture belt

1. Check that the posture belt is adjusted correctly.

NOTICE!
– Loose posture belts must be adjusted by an
authorized provider.

– Damaged posture belts must be replaced by
a qualified technician.

Check the castors and its fixation

1. Check that the castors turn freely.
2. Push and pull in the 3 directions (front and rear; left and

right; up and down) to observe that is no free play and
movement, also check that there is no visual damage.

Fig. 8-1
3. Remove any dirt or hair from the castor bearings.
4. Faulty or worn out castors fixation must be replaced

by a qualified technician.

Check the ball castors (transportation bearing)

1. Check that the ball castors turn freely.
2. Remove any dirt or hair from the ball castors.
3. Faulty or worn out ball castors must be replaced by a

qualified technician.

Check the bolts

Bolts can work loose through constant use.
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1. Check that the bolts are tight securely and without free
play (on the footrest, seat cover, sides, backrest, frame,
seat module).

2. Tighten any loose bolts with the suitable torque like
described in the service manual. Service manuals can
be obtained from Invacare.

NOTICE!
Self-locking screws/nuts or thread-locking
adhesive are used for several connections. If
these are loosened, they must be replaced by
new self-locking screws/nuts or they must be
secured using new thread-locking adhesive.
– Self-locking screws/nuts must be replaced by
a qualified technician.

Check the parking brakes

1. Check that the parking brakes are positioned correctly.
The parking brake is set correctly if the brake shoe
depresses the tyre by a few millimeters when the
parking brake is engaged.

2. If you find that the setting is not correct, have
the parking brakes correctly adjusted by a qualified
technician.

NOTICE!
The parking brakes must be readjusted after
replacing the rear wheels or changing their
position.

Checking after a heavy collision or blow

NOTICE!
The wheelchair can sustain visibly undetectable
damage as a result of a heavy collision or hard
blow.
– It is essential to have your wheelchair checked
by a qualified technician after a heavy collision
or hard blow.

Spare parts

All spare parts can be obtained from an Invacare
authorized provider.

8.3 Cleaning and Disinfection
8.3.1 General Safety Information

CAUTION!
Risk of Contamination
– Take precautions for yourself and use
appropriate protective equipment.
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NOTICE!
Wrong fluids or methods can harm or damage
the product.
– All cleaning agents and disinfectants used must
be effective, compatible with one another and
must protect the materials they are used to
clean.

– Never use corrosive fluids (alkalines, acid etc.)
or abrasive cleaning agents. We recommend
an ordinary household cleaning agent such as
dishwashing liquid, if not specified otherwise in
the cleaning instructions.

– Never use a solvent (cellulose thinner, acetone
etc.) that changes the structure of the plastic
or dissolves the attached labels.

– Always make sure that the product is
completely dried before taking it into use again.

For cleaning and disinfection in clinical or long-term
care environments, follow your in-house procedures.

8.3.2 Cleaning Intervals

NOTICE!
Regular cleaning and disinfection enhance smooth
operation, increases the service life and prevents
contamination.
Clean and disinfect the product:
– regularly while in use,
– before and after any service procedure,
– when it has been in contact with any body
fluids,

– before using it for a new user.

8.3.3 Cleaning

NOTICE!
– The product does not tolerate cleaning in
automatic washing plants, with high-pressure
cleaning equipment or steam.

NOTICE!
Dirt, sand and seawater can damage the bearings
and steel parts can rust if the surface is damaged.
– Only expose the wheelchair to sand and
seawater for short periods and clean it after
every trip to the beach.

– If the wheelchair is dirty, wipe off the dirt as
soon as possible with a damp cloth and dry
it carefully.
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1. Remove any installed optional equipment (only optional
equipment which does not require tools).

2. Wipe down the individual parts using a cloth or soft
brush, ordinary household cleaning agents (pH = 6 -
8) and warm water.

3. Rinse the parts with warm water.
4. Thoroughly dry the parts with a dry cloth.

Car polish and soft wax can be used on painted metal
surfaces to remove abrasions and restore gloss.

Cleaning upholstery

For cleaning upholstery refer to the instructions on the
labels of the seat, cushion and backrest cover.

If possible, always overlap hook and loop strips (the
self-gripping parts) when washing, to minimize lint
and thread build-up on hook strips and prevent
damage to upholstery fabric by these.

8.3.4 Disinfection

The wheelchair may be disinfected by spraying or wiping
with tested, approved disinfectants.

Spray a soft cleaning and disinfecting product
(bactericidal and fungicide meeting the EN1040
/ EN1276 / EN1650 standards) and follow the
instructions given by the manufacturer.

1. Wipe down all generally accessible surfaces with a soft
cloth and ordinary household disinfectant.

2. Allow the product to air-dry.
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9 After Use

9.1 Storage

NOTICE!
Risk of damage to the product
– Do not store the product near heat sources.
– Never store other items on top of the
wheelchair.

– Store the wheelchair indoors in a dry
environment.

– Refer to temperature limitation in chapter 11
Technical Data, page 52.

To safe place, the wheelchair can be stored on
the transportation bearing, see 7.2 Transportation
Bearing, page 35.

After long-term storage (more than four months) the
wheelchair must be inspected in accordance to chapter 8
Maintenance, page 44.

9.2 Reconditioning
This product is suitable for reuse. To recondition the product
for a new user, carry out the following actions:

• Inspection
• Cleaning and disinfection
• Adaptation to the new user

For detailed information, see 8 Maintenance, page 44 and
the service manual for this product.

Make sure that the user manual is handed over with the
product.

If any damage or malfunction is detected, do not reuse
the product.

9.3 Disposal
Be environmentally responsible and recycle this product
through your recycling facility at its end of life.

Disassemble the product and its components, so the different
materials can be separated and recycled individually.

The disposal and recycling of used products and packaging
must comply with the laws and regulations for waste
handling in each country. Contact your local waste
management company for information.
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10 Troubleshooting

10.1 Safety information
Faults may arise as a result of daily use, adjustments or
changing demands on the wheelchair. The table below
shows how to identify and repair faults.

CAUTION!
– Contact a qualified technician immediately if
you notice a fault with your wheelchair, for
example, a significant change in handling.

NOTICE!
– Some of the actions listed must be carried out
by a qualified technician. These are indicated.
We recommend that all adjustments are carried
out by a qualified technician.
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10.2 Identifying and repairing faults

Fault Possible cause Action

The wheelchair does not
travel in a straight line

Castors are not aligned correctly Correct position and alignment of the castors, →
qualified technician

Castor wheel bearings are dirty or damaged Clean or replace the bearings, → qualified
technician

Rear wheels are off track Change track, → qualified technician

Castor wheels not adjusted to same height Position the castor wheels such that they touch
the floor at the same time, → qualified technician

Removable axles dirty Clean removable axlesRemovable axles cannot be
inserted correctly Removable axles misaligned Adjust removable axles, → qualified technician

The parking brakes
are gripping poorly or
asymmetrically

Parking brake setting incorrect Correct the parking brake setting, → qualified
technician

Rolling resistance is very
high

Rear wheels not parallel Ensure the rear wheels are parallel, → qualified
technician

Too little tension in castor bearing block Tighten the nut on the bearing block axle slightly,
→ qualified technician

Castors wobble when
moving fast

Castor wheels have worn smooth Change castor wheels, → qualified technician

The castor wheel is stiff or
stuck

Bearings are dirty or faulty Clean or replace the bearings, → qualified
technician
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11 Technical Data

11.1 Dimensions and Weight

All dimension and weight specifications refer to a wide range
of the wheelchair in a standard configuration. Dimension
and weight (based on ISO 7176–1/5/7) may alter according
to different configurations. In some configurations, the
wheelchair exceeds the recommended dimensions for a
wheelchair.

NOTICE!
– In some configurations, the overall dimensions
of the wheelchair when it is ready for use
exceeds the authorised limits and the access to
emergency escape routes is not possible.

– In some configurations, the wheelchair exceeds
the size recommended for travelling by train
in the EU.

Seat width
505 mm

Seat width
750 mm

Maximum user
weight 300 kg

A
Overall length
with leg rests 1065 mm 1145 mm

B Overall width 705 mm 960 mm

Total mass 27,5 kg 29,5 kg

Mass of the
heaviest part 20 kg 22 kg

Static stability
downhill

25°

Static stability
uphill

23°

Static stability
sideways

24°

Seat plane angle 5° 6°

C
Effective seat
depth 450 mm 495 mm

D
Effective seat
width 518 mm 765 mm

E
Seat surface
height at front
edge

350 mm 410 mm
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Seat width
505 mm

Seat width
750 mm

F
Seat surface
height at rear
edge

340 mm 400 mm

G Backrest angle 102° 104°

H Backrest height 485 mm 520 mm

I
Footrest-to-seat
distance 380 – 408 mm 333 – 420 mm

Leg-to-seat-
surface angle 136°

Hand rim
diameter 520 mm

Horizontal
location of axle 87 mm 90 mm

Minimum
turning radius

855 mm 970 mm

Stowage width 648 mm 875 mm

Stowage height 481 mm 415 mm

Stowage length 875 mm 975 mm

J
Overall length
without leg rests 855 mm 920 mm

K Overall height 805 – 955 mm

Seat width
505 mm

Seat width
750 mm

Pivot width 1420 mm 1660 mm

Maximum slope
angle brake 7°

11.2 Maximum Weight of Removable Parts

Maximum weight of removable parts

Part: Maximum weight:

Leg rest with footrest 1,4 kg

Rear wheel 600 mm (24”)
solid with handrim

2,4 kg

Seat cushion 0,7 kg

Backrest cushion 0,5 kg

11.3 Tyres

Front Wheel Tyre Types

125 x 35 mm (5" x 1 3/8") black solid tyre, black rim

150 x 35 mm (6" x 1 3/8") black solid tyre, black rim

Rear Wheel Tyre Type

610 x 25 mm (24" x 1") standard black solid tyre, black
composite five spokes, black aluminum handrim
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11.4 Materials
The components used to manufacture the wheelchair consist
of the following materials:

Frame tubes Aluminum

Backrest tubes Aluminum

Axle tube Aluminum

Seat cover / Backrest cover PA / PE / PVC

Push handles Steel / Aluminum / TPE

Clothes-guard Plastic

Castor forks Aluminum

Leg rests Aluminum

Footplate Plastic

Parking brakes Steel / Plastic

Solid tyres Rubber

Handrim Aluminum

Supporting parts /
Attachments

Steel / Aluminum

Screws and bolts Steel

All materials used are protected against corrosion.
We use only REACH compliant materials and
components.

Theft and metal detection systems: in seldom cases
the materials used in the wheelchair may activate
theft and metal detection systems.

11.5 Environmental conditions

Storage and
transportation

Operation

Temperature -20 °C to 40 °C -5 °C to 40 °C

Relative humidity 20 % to 90 % at 30 °C, not condensing

Atmospheric
pressure

800 hPa to 1060 hPa

Be aware that when a wheelchair has been stored
under low temperatures, it must be adjusted to
chapter 8 Maintenance, page 44 before use.
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